
Big Tex Trailers reserves the right to change price, design, material and/or specification without notice or obligation.

Tackle the toughest
jobs with a robust
Top Rail, constructed
from 2-1/2" x 2-1/2"
square tubing.

STURDY PIPE TOP RAIL

The 8,000# Set-Back Jack 
allows the tailgate of the tow 
vehicle to be lowered without 
the top of the jack damaging 
the tailgate.

SET-BACK JACK

The 4' Side-In Ramps come 
standard on this model 
to make loading easy and 
convenient.

STANDARD 4' 
SLIDE-IN RAMPS

SELF-ADJUSTING 
BRAKES

Both axles are equipped 
with Self-Adjusting Brakes, 
delivering optimum braking 
performance with minimal 
maintenance.

2-5/16"
Adjustable 

Forged 
Coupler

2-1/2"x 2-1/2"  
Pipe Top Rail

Tear Drop Style 
Steel Fenders

15" Black  
Mod Wheels

ST 225/75R-15 
LR-D Radial Tires 4' Slide-In 

Ramps
(2) 5,200# Quick 

Lubricating Axle with 
Self-Adjusting Brakes

8,000# Set-Back Jack 
(Top-Wind) 5"x 3" Angle 

Iron Frame

Stake Pockets on 
Outside Frame

s

GVWR:  9,990#

WEIGHT: 2,260 – 2,380#

LOAD CAPACITY: 7,610 – 7,730# LENGTHS: 16’, 18’, 20’ DECK WIDTH: 83”

AXLES: Tandem (2 x 5,200#) COUPLER: Bumper PullDECK HEIGHT: 18-1/2”

10PI PRO SERIES TANDEM AXLE PIPE TOP 
UTILITY TRAILER


