Is I EQUIPMENT TRAILER Big Tex
TRAILERS'
& GVWR: 17,500# AVAILABLE LENGTHS: 20, 22’ 4-| '-} DECK WIDTH: 75” Tilt Platform (83” Between Fenders) ' COUPLER: Bumper Pull, Pintle & Gooseneck

‘ TILT ANGLE: 14° 4 WEIGHT: 4,760 - 5,800#

83” Wide
Deck (75”
12K Spring-Loaded Wide Tilt
Drop-Leg Jack Platform) Standard APEX 120 Tilt
(Side-Wind)

Fortified Lumber
Deck

Angle
Removable
Diamond Plate
Fenders

Stationary Front
Front Deck for Added
Stop Rail Versitility

(6) D-Rings on
Deck
Diamond Plate
Knife Edge

2-5/16”
Demco
EZ Latch
Adjustable
Coupler

ST 215/75R-17.5

. 8k Drop Axles Load Range H
Hydrau\_lc with Forward Radial Tires
Dampening Self-Adjusting
System Brakes
Rub Rail with Control
8” Channel & Stake Valve
Tangue & Pockets
Frame

SMOOTH HYDRAULIC EXPANDED EZPEDALLATGH
DAMPENING

DURABLE
REMOVABLE FENDERS GARGO SPACE

& CONTROL VALVE

RTITHHT )
“,,,,,,:,‘".:.ww‘{; This model features an

e # additional deck area,
o——— providing you with enhanced
material hauling versatility
for a wide variety of
applications.

The hydraulic dampening
system under the tilt
platform ensures a smooth,
controlled descent while
loading equipment,
providing maximum
protection for your cargo.

Double-Broke Diamond
Plate Steel Fenders provide
durability to withstand
commercial-grade usage.
Plus, they’re removable,
adding another level of
convenience and flexibility.

Equipped with an easy-to-use
EZ pedal latching system and a
contral valve, this model offers
a simple and efficient way to
lock the hydraulic dampening
system, ensuring a secure and
smooth operation.

Big Tex Trailers reserves the right to change price, design, material and/or specifications without notice or obligation.



